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* ) Presented data refer exclusively to long products. Please observe the detailed explanations at the end of the data sheet (pdf).

Product omschrijving

BÖHLER T550 - Hittebestendig veredelbaar staal. Courante bovengrens van de toepassingstemperatuur: 580°C.
Onderdelen met hoge hittebestendigheid voor thermische machines en installaties, zoals turbineschoepen, turbineschijven, schroeven, 
bouten en assen.

Smeltroute

Eigenschappen

Zeer hittevast veredelbaar staal. Courante bovengrens van de toepassingstemperatuur: 580°C.
 

Toepassingen

Stafstaal* Halfafgewerkte producten / billet Plaat

VID

Luchtvaart Autoracen Bladen en assen voor turbines en compressoren

Comp. voor industriële 
gascompressoren

Distributeurs voor toepassingen 
van componenten

Distributeurs of fabrikanten van 
standaardonderdelen zonder kennis van de 
uiteindelijke toepassingen

Bevestigingsmiddelen, bouten en 
moeren Toepassingen van smeedwerk Werktuigbouw / machinebouw Algemeen

Andere auto-onderdelen 
(turboladers, zuigerveren, sensors 
enz.)

Andere luchtvaartcomp. Andere componenten

Andere componenten 
elektriciteitsopwekking

Elektriciteitsopwekking (gas/
stoom/kern) Assen

Stoomafsluiters Buisproducten, flenzen, 
fittingen Onderdelen van turbines en motoren (luchtvaart)

Waterkracht Windenergie
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Technische gegevens

Chemische samenstelling

C Si Mn Cr Mo Ni V

0,22 0,25 0,7 11,4 0,95 0,7 0,3

Thermische expansie

Temperatuur (°C) 100 200 300 400 500 600

Thermische expansie (10⁻⁶ m/(m.K)) 10,5 11 11,5 12 12,3 12,5

 

Long Products: For additional specifications, technical requirements, and other dimensions, please contact our regional voestalpine 
BÖHLER sales companies.

Sheet & Plates: Product Variant may differ in terms of melting process, technical data, delivery, and surface condition as well as available 
product dimensions. Please contact voestalpine BÖHLER Bleche GmbH & Co KG.

Semi-Finished Products: Product Variant may differ in terms of melting process, technical data, delivery, and surface condition as well as 
available product dimensions. Please contact the business unit Semi Finished Products of voestalpine BÖHLER Edelstahl GmbH & Co KG.

The data contained in this brochure is merely for general information and therefore shall not be binding on the company. We may be 
bound only through a contract explicitly stipulating such data as binding. Measurement data are laboratory values and can deviate from 
practical analyses. The manufacture of our products does not involve the use of substances detrimental to health or to the ozone layer.

Materiaal aanduiding

ST12T

ST12TE

X22

Market grade

1.4922

1.4923
SEL

X20CrMoV11-1

X22CrMoV12-1
EN

Normen

10088-1

10216-2

10222-2

10302

EN ISO

A370 ASTM
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